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(54) Electronic apparatus with fingerprint recognition 



(57) A fingerprint recognition system intended pri- 
marily, but not exclusively, lor mobile phones in v^rtiich a 
fingerprint recognition means recognises the separate 
fingers and thumbs of a user and determines a function 
ot the phone which has been previously associated with 
that recognised fingerAhumb of the user. The deter- 
mined function is then carried out by the phone. The au- 
tomatic dalling of a predefined telephone number may 
be associated with each fingerAhumb of the user, or oth- 
er functions such as the selected ring tone may be as- 
sociates with certain fingersAhumbs. A particular finger/ 
thumb may have different lunctions associated with it 
depending the mode of operation of the phone. 
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Description 

[0001] The present invention relates to electronic ap- 
paratus and in particular, but not exclusively to mobile 
telephones. ^ 
[0002] Fingerprint recognition systems are well 
knovym and are made by a number of different compa- 
nies including Siemens. These known fingerprint recog- 
nition systems allow the fingerprint oi a user to be stored 
and subsequently recognised. The current applicatioris fo 
of these fingerprint recognition systems are for security 
purposes. For example, unauthorised access to elec- 
tronic apparatus such as mobile telephones and com- 
puters can be prevented. In the case of mobile tele- 
phones, unauthorised users are prevented from making 
telephone calls. However, no consideration has been 
. given to applications of fingerprint recognition systems 
other than for security. 

[0003] Mobile telephones are, of course, well known 
and frequently include a speed dial function. In order to 
makeacall.the user normally has to enter the telephone 
number to the party to be called using a keypad. With a 
speed dial function, the user prestores a frequently used 
number. That stored number is then assiDciated with a 
single one of the keys, usually one of the number keys. 
The stored number can then be dialled by activating only 
one or two keys. For example the stored number can be 
dialled by activating a speed dial key and the key asso- 
ciated with the stored number. Alternatively, the key as- 
sociated with the stored number can be activated for a 
predetermined time order to dial the stored number. 
However, where a user has a different number associ- 
ated with each of the keys, it can be difficult for a user 
to remember which number is associated with which 
key. 3S 
[0004] According to one aspect of the present Inven- 
tion, there is provided electronic apparatus arranged to 
carry out a plurality of functions, said apparatus com- 
prising: fingerprint recognition means arranged to rec- 
ognise at least two different fingerprints of a user; means 
for determining a f ur)ctk>n associated with a recognised 
fingerprint, each of said at least two recognised finger- 
prints of said user being associated with a different func- 
• tion; and means for carrying out said determined func- 
tion. 

[0005] One advantage of associating a given function 
with a given finger is that it makes It easier for the blind 
and visually impaired to use the apparatus. This a par- 
ticular advantage if the apparatus has a keypad and a 
number of keystrokes would be required in order to so 
achieve a given function. The association of a given 
f unctbns with a given finger is unique to the user, fast 
and can be easier to remember than, for example a 
number. People have the tendency to associate non- 
physical information with physical objects. Embodi- ss 
ments of the presertt invention take advantage of this 
tendency. For example, the ring finger of a user could 
be associated with a function relating to a spouse of the 
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user. 

[0006] Storage means may 136 provkied for storing the 
inf omnatk)n associating the at least one fingerprint and 
the associated function, the determining means being 
arranged to retrieve said information from ^e storage 
means. Typically, the storage means will comprise a 
memory of the apparatus. 

[0007] Alternatively, communication means are pro- 
videdto allowthe determining means to obtain informa- 
tion from a remote, storage location associating the at 
least one fingerprint and the associated .functk>n. The 
communbation means may comprise wireless commu- 
nication means or a wired connectton. If the apparatus 
is a mobile phone, the remote storage location may be 
in a base station or a mobile statk>n controller. 
[0008] Preferably, the fingerprint recognition means is 
arranged to recognise at least two different fingerprints 
of a user and different functions are associated with dif- 
ferent fingerprints. 

[0009] The apparatus may be operable to carry out 
said tunctk)ns only ff said at least one fingerprint is rec- 
ognised by said fingerprint recogriitkx) rneans. Thus the 
security applicatkDns of fingerprint recognition can also 
be used in embodiments of the present invention. 
[0010] Preferably, the iapparatus is portable. 
[0011] The apparatus may comprise teieconvnunba- 
tion apparatus. The telecommunication apparatus may 
comprise a telephone, a facsimile machine or the like. 
Preferably, the telephone is a mobile telephone. How- 
ever, the telephone may alternatively be a wired tele- 
phone. Preferably, the function associated with a firiger- 
print of a user is a speed dial furK:tk3n. Of course other 
furictions nr^y be associated with at least one finger- 
print The functions are preferably control functions. 
[0012] Preferably, dependent on the mode of opera- 
tion of the electron^ apparatus different f urKtions are 
associated with a recognised fingeriprint 
[0013] For a better understanding of the present in- 
vention and as to how the same may be carried into ef- 
fect, reference will now be made by way of example to 
the accompanying drawings in which: 

• Figure 1 shows a sichematk: view of a mobile tele- 
phpne embodying the present invention; 
Figure 2 shows a block diagram of a fingerprint rec- 
ognition system Incorporated in the mobile tele- 
phone of Figure 1; 

Figure 3 shows a block diagraim of the main system 
of the mobile telephone of Figure 1 ; 
Figure 4 is a flow chart of the steps carried out to 
achieve speed dialling; and 
Figure 5 is a flow chart of the step^s carried out to 
assign different numbers to different fingerprints. 

[001 4] It will be appreciated that throughout this spec- . 
ificat'ion references to the fingers of a user include the 
thumbs and that similarly a fingerprint is understood to 
ref ^r to either a fingerprint or thumbprint 
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[0015] Relerence will first be made to Figure 1 which 
shows a mobile telephone 2 embodying the present in- 
vention. The mobile phone 2 has a keypad 4 which com- 
prises a plurality of keys 6 actuatable by a user. The 
keys 6 include number keys and also control keys, as is . s 
well known in the art. The mobile phone 2 also includes 
a display 8 which displays information tor the user. This 
infomnatipn may include the number dialled by the user 
The mobile phone 2 includes a sensor plate 10 tor a fin- 
gerprint recognition system. The sensor plate 10 is ar- io 
ranged between the keypad 4 and the display 8. The 
sensor plate is sized so as to allow the user to place a 
finger or thumb thereon. 

[001 6] Reference will now be made to Figure 2 which 
shows a block diagram o1 a fingerprint recognition sys- 
tem 12 incorporated in the mobile telephone 2 of Figure 
1. The fingerprint system 12 is incorporated inside the 
mobile phone 2 and comprises an image sensor 14. The 
image sensor 14 is arranged below the sensor plate 10. 
When a finger is put on the plate 10, the image of the so 
finger is scanned by the image sensor 14. The image 
sensor 14 provides an analogue output which is con- 
verted by convertor 1 6 to provide a digitised image. The 
image sensor can alternatively provide directly a digi- 
tised image. The digitised image is input to a first proc- 
essor 18 which carries out an feature extraction algo- 
rithm in respect of the input image. In partk:ular, the fea- 
ture extraction algorithm allows the key features of the 
fingerprint to be extracted. The extracted finger features 
are output by the first processor 1 8 to a second proces- 30 
sor 20. It should be appreciated that the first and second 
processors 18 and 20 may be in practice implemented 
by a single processor. 

[0017] The first processor 1 6 also generates a control 
signal which is sent to a memory 22. This memory 22 Is ss 
the mobile phone's permanent memory or alternatively 
may be on a SIM (Subscriber Identity Module) card 
which includes a' memory. The mennory 22 has a portion 
24 which stores key features of a user's fingerprints. As 
will be described hereinafter, the memory portion pref- 
erably stores key features of more than one fingerprint 
of a user. It should be noted that the memory portion 24 
may store the key features of fingerprints for more than 
one user. In response to control signal from the first 
processor 1 B, the contents of the memory portion 24 are 
output to the second processor 20. The contents of the 
memory portion 24 may be output at the same time to 
the second processor 20. or alternatively may be output 
fingerprint by fingerprint to the second processor 20 until 
a match is detected, as described hereinafter. 50 
[001 8] The second processor 20 is arranged to com- 
pare the output, of the first processor 18 with the key 
features of the fingerprints which are stored in the menr}- 
ory portion 24. The second processor thus performs a 
matching algorithm. The second processor 20 provides 
an output identifying If there has been a match, and ff 
so which finger has been identified. If the second proc- 
essor 20 finds no match, a signal indicating this is out- 



put. If no match is identified, a message to this effect 
may be displayed on the display 8. 
[0019] Reference will now be made to Figure 3 vyhich 
shows a block diagram of the main system of the mobile 
station 2. Ascan be seen, the main system includes the 
fingerprint recognition system 12 shown in Figure 2. The 
output of the fingerprint recognition system 12 is provid- 
ed by the second processor 20 and Is provided to the 
speed dial managenient system 26. The speed dial 
management system is connected to a memory whk:h 
preferably forms part of the memory 22 shown in Figure 
2. The information provided, by the fingerprint recogni- 
tion system 12 allows the speed dial management sys- 
tem 26 to identify which fingerprint of which user has 
been placed on the sensor plate 10. The speed dial 
management system 26 retrieves from the memory 22 
the number associated with the identified fingerprint 
This informatk)n is output to the speed dial controller 28. 
The speed dial managennent system 26 is preferably a 
processor and may form part of the same processor as 
the first and second processors 16 and 20. 
[0020] The speed dial controller 28 is arranged to dial 
the kjentified number. The speed dial controller 26 is ar- 
ranged also to be connected to the keypad 4 so that a 
speed dial function can also be achieved using the key- 
pad 4. The information from the keypad 4 may first be 
processed to firstly identify that a speed dial function is 
to b^lperformed and secondly to retrieve the telephone 
number associated with the actuated key before being 
passed to the speed dial controller 28. The telephone 
number of the keypad activated speed dial is preferably 
stored and retrieved from the memory 22. 
[0021] The speed dial controller 28 again nnay be .a 
processor and, if so maybe included in a common proc- 
essor with the first and second processors 16 and 20 
and the speed dial management system 26. 
[0022] Reference wilt now be made to Figure 4 which 
shows a flowchart of the steps carried out to achieve 
speed dialling. In step^l , the user inputs an indication 
that speed dialling is to take place. This indication can 
take any suitable form. For example, a speed dial key 
may be provided on the keyboard 4 which is activated 
by a user if the speed dial f unctton is required. The user 
then in step S2 places the finger corresponding to the 
number to be speed dialled on the sensor plate lO.and 
the fingerprint recognition system 12 is activated. 
[0023] In step S3, the user's fingerprint is scanned by 
the sensor 14, converted by the anatogue to digital-con- 
verter 16 to digital form and output to the first processor 
1 8. In step S4, the key features are extracted by the first 
processor 1 6 and output to the second processor 20. 
The key features of the fingerprint are identified by the 
first processor 18 are compared by the second proces- 
sor 20 with those stored in the memory portion 24. 
[0024] In step S5, if the fingerprint has been success- 
ful identified by the second processor 20, the speed dial 
management system 26 checks if there is any number 
associated with the identified fingerprint. If so, the speed 
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dial management system 26 obtains Irom the memory 
22 the number associated with the identified fingerprint. 
The number is then passed to the speed dial controller 
2B which dials the number. In step S6, the fingerprint 
recognition system 12 is deactivated until the next time 
that it is required. 

[0025] Reference will now be made to Figure 5 which 
shows a flow chart of the steps carried out to assign dif- 
ferent fingerprints to different numbers. In the first step, 
T1 , the user selects a phone number. This can be se- 
lected by accessing a number previously stored in a 
niemory or a number entered by the user via the keypad 
4. The user then activates a key of the keypad 4 Which 
initiates a fingerprint assigning mode of operation. Al- 
ternatively, .the user could select an option available via 
a menu displayed on the display to initiate this mode of 
operatbn. 

[0026] In step T2, the Image sensor 14 of the finger- 
print recognition system 12 is activated. In step T3, the 
image sensor 1 0 scans the fingerprint of the user, to be 
associated with the number selected in the first step T1 , 
when the finger of the user is placed on the sensor plate 
10. In the next step, step T4, a message is displayed on 
the display B requesting the user to place his finger on 
the sensor plate 10 so that the image scanned in step 
T3 can be verified. The image sensor 14 thus scans the 
same fingerprint again. 

[0027] If the verrficaton is successful, the scanned 
fingerprint image is, in step T5, stored in the memory 
portion 22 along with information identifying the associ- 
ated telephone number. The fingerprint recognition unit 
12 is then deactivated in step T6. If the verification step 
T4 is not successful, then steps T3 and T4 are then re- 
peated. An optional step is then to test that the correct 
speed dial function has been associated with the given 
finger of a user. This test step will typically involve a test 
call or the dialling of the number in response to the user 
placing the finger associated with the number ori the 
sensor plate 10. 

[0028] In the above described embodiment, the fin- 
gerprint recognition system 12 is used to provide a 
speed dial function. However in preferred embodiments, 
the fingerprint recognition system is also used as a se- 
curity measure. Thus in order for the user to be able to 
make a telephone call and/or to access information 
stored in a memory of the phone, a fingerprint of a user 
must be identified. Thus the output of the second proc- 
essor 20 is monitored. If a signal indrcative of a match 
is output, then the user is able to dial a number and/or 
access information stored in the mernory thereof. If, on 
the other hand, the second processor 20 outputs a sig- 
nal indicative that there is no match, then the user is 
unable to make any calls and/or access information 
stored in the memory. 

[0029] In the above described embodiment, different 
numbers are assigned to different fingers of a user. It 
also possible that other functions, other than a speed 
dial function could be achieved with embodiments of the 



present invention. For example in the context of a mobile 
phone, the function assigned to a given finger could be 
to automatically cause voice messages to be retrieved 
or other messages to be displayed. Other possible luhc- 

B tions which could be achieved on the recognitk>n of a 
particular fingerprint of a user include: answer tele- 
phone; not to answer telephone on receipt of a call; in- 
itiate a call; end a call; find a name; store a caller's 
number, record a call; go to a particular menu or menu 

10 option; answer a call with a given prerecorded message; 
change ringing tone; adjust ringirig tone level; and tock 
or unlock a keypad. As a further example, depending on 
the mode of 6peratk>n of a mobile phone different func- 
tions may be associated with a recognised finger. 

IS Hence, for example, when the phone is switched on but 
not in use the function associated with a particular finger 
may be to change the ringing tone, whereas when the 
phorie is actually in use, the function associated v\nth 
that particular finger nr^y be to increase the speaker vol- 

20 ume. 

[0030] As is clear, in the first example the user will be 
limited to a maximum of 10 furK:tions which C£tfi be se- 
lected by using different fingers, unless of course some 
type of shift function is provided. However, in the second 

25 example for each mode of operation of the apparatus 
the user will be limited to a maximum of 10 functions. 
[0031] A user may wish to have different phone set- 
tings for different conditk>ns. These settings include 
ringer on/off, ringer volume, speech volume and the like. 

30 For example, the user may wish to have the ringer off 
when he is in a meeting. If the user is outdoors, a higher 
ringer volume and speech volume would be required 
whereas if the user is in a building a lower ringer volume 
and speech volume would be required. Thus different 

3S fingerprints may be used to select one of these three 
conditions. 

[0032] Another possibility woukj be to use two fingers 
to adjust the level of operation. In general the operatkxi 
level can be made taster/stower, higher/lower, or on/off. 

40 For example one finger could be used to increase the 
speech volume or the ringing tone volume whilst another 
finger would be used to reduce the volume. Another ex- 
ample is that one finger could be used to scroll down a 
menu whilst anotherfinger Is used to scroll up the menu. 

4S One finger could be used to switch on. for example a 
display back light, a ringer or the like whilst a different 
finger may be used for switching off. It is also possible 
that a single finger can be used to switch on and off the 
same devk:e. Each application of the given finger to the 

so sensor plate will cause the state of, for example the light 
to be altered. 

[0033] In one modification to the present invention, 
different users may be able to use the same telephone. 
Each user would have their own user profile. For exann 
55 pie, with a mobile telephone betonging to a family, the 
parents may wish to prevent their children making cer-r 
tain types of calls. The user profile would fae associated 
with one or more fingerprints of each user. Thus when 
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a user places a finger on the sensor plate 10, the user 
would be identified by his fingerprint and the telephone 
2 would be arranged to operate in accordance wHh the 
identified user's profile. 

[0034] In the above described embodiment, the iden- 
tification of the fingerprints and the setting of the function 
associated therewith take place In the mobile telephone. 
However in artematrve embodiments of the present in- 
vention, the mobile station could send the fingerprint In- 
formation to a remote controller which identifies the fin- 
gerprint and any function associated therewith. Informa- 
tion on the function Is then sent back to the mobile tel- 
ephonti'. This modification has the advantage that a user 
can use any suitable mobile phone and as the user is 
identified by his fingerprints, the user can be billed for 
any calls which he makes. In other words, billing would 
be associated witch the user and not with a particular 
telephone. Additionally, the user would not have to re- 
program his mobile telephone each time he changed his 
telephone. 

[0035] The function associated with a given finger- 
print may alter operation of the network instead of or as 
well as altering the operation of the mobile telephone. 
[0036] In the embodiment described hereinbefore, 
the assigning of a given fingerprint takes place in the 
mobile phone, in an alternative embodiment this proc- 
ess may involve the use of a PC. The computer would 
Include a fingerprint sensor along with associated soft- 
ware. Each fingerof a user would be scanned twice. The 
second scan is for verification purpose. Various func- 
tions woukJ be assigned to the different fingers of a user. 
This information, that is the fingerprint information and 
the associated functions, would then be transferred to 
the mobile phone using any suitable connection. The 
mobile phone may then perform a test to ensure that the 
correct functk>ns have been assigned to the various fin- 
gers of a user. 

[0037] In preferred embodiments of the invention, the 
user is able to select which functions he wishes to as- 
sociate with different fingers. It is preferred that the user 
be able to select the finger which is to be associated 
with a given function. 

[0038] It should be appreciated that any commercially 
available fingerprint recognition system can be incorpo- 
rated in embodiments of the present invention. The size 
of the recognition systems may be influential in the 
choice thereof. The available fingerprint recognition sys- 
tems tend to use either optical or capacitive sensors. 
Companies which supply such recognition systems in- 
elude Siemens, Verdicom, Cross Check Corporation, 
Identix Corporation and Identicator Corporation. 
[00391 some nrrobile phones^ a infra red link is pro- 
vided, tt is therefore possible that the mobile phone 
could also be used to control other devices. As with the 
embodiment described hereinbefore, different remote 
control functions can be associated with different fin- 
gers. 

[0040] Whilst the present invention has been de- 



scribed in the context of a nrx^bile telephone, it should 
be appreciated that the present invention<:an be incor- 
porated in any other suitable electronic apparatus. The 
electronic apparatus may, but not necessarily be porta- 
s ble. The present invention may be incorporated in any 
of the following devkses: 

computers; lap top computers; electronk: note books; 
facsimile machines; remote controls; wired telephones; 
calculators; cameras; televisions; audio apparatus such 

10 as CD players, tape players and record players; radios; 
vkJeo apparatus; domestk: appliances such as washing 
machines and ovens; and light switches. 
[0041] It should be appreciated that the above list is 
not exhaustive but Is merely by way of example. All of 

IS the above mentioned apparatus have the property that 
a plurality of different functions can be performed there- 
by. In implementation of the present invention, different 
functions can be associated with different fingers. Por 
example, in the case of a television, different fingers 

20 could be associated with different television channels. • 

Claims 

1 . Electronic apparatus arranged to carry out a plural- 
ity of functions, said apparatus comprising: 

fingerprint recognition means arranged to rec- 
ognise at least two different fingerprint of a us- 

30 en 

means for determining a function associated 
with a recognised fingerprint, each of said at 
least two recognised fingerprints of said user 
being associated with a different function; arKi 

ss means for carrying out said determined func- 

tion. 

2. Apparatus as cfaimed in claim 1, wherein storage 
means are provided for storing the information as- 

40 sociating the recognised fingerprint and the associ- 
ated function, the determining means being af- 
ranged to retrieve said information from the storage 
means. 

4S 3. Apparatus as claimed in clairn 1 , wherein commu- 
nication means are provided to a1k>w the determin- 
ing means to obtain information from a remote stor- 
age location associating the recognised fingerprint 
and the associated function. 

so 

4. Apparatus as claimed in claim 3, v^erein the com- 
munication means comprises wireless communk:a- 
tion means. 

ss 5. Apparatus as claimed in any preceding claim, 
wherein said apparatus is operable to carry out said 
functions only if said at least one fingerprint is rec- 
ognised by said fingerprint recognition means. 
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6. Apparatus as claimed in any preceding claim, 
wherein said apparatus is portable. 

7. Apparatus as claimed in any preceding claim, 

wh erein said apparatus comprises telecommunica- 5 
tion apparatus. 

8. Apparatus as claimed in claim* 7, wherein said tele- 
communication apparatus comprises a telephone. 

70 

9. Apparatus as claimed in claim 8, wherein the tele- 
phone is a mobile telephone. 

.10. Apparatus as claimed in claim 9, wherein said tur^- 
tion associated with afingerprint of a user is a speed 
dial function. 

11. Apparatus as claimed in any preceding claim, 
wherein dependent on the mode of operation of the 
electronic apparatus different functions are associ- 
ated with a recognised fingerprint 



25 



30 



35 



AO 



AS 



so 



65 



I: 



EP 0 969 644 A1 



FIG. 1 




7 



EP 0 969 644 A1 




DIGITISED 
IMAGE 



.-16 



FEATURE 
EXTRACTION 

ALGORITHM 



18 



PHONE'S PERMANENT 
MEMORY 
(OR SIM CARD) 



22 




I REFERENCE 
FEATURES 



! RECOGNITION OK / NOT OK 



24 



FIG.2 



,4 



! NUMBER KEYS WITH PHONE NUMBERS J 
I ' 



DIALING 
FEATURE 




RNGERPRINT 
RECOGNITiON 
SYSTEM 




SPEED DIAL 
FINGER 
MANAGEMENT 
SYSTEM 




26 



12 




FIG. 3 



FINGER IDS WITH 
PHONE NUMBERS 



8 



EP 0 969 644 A1 



SPEED DIALING 
ALLOWED 




ACTIVATE FP 
READING 



I 



SCAN USER'S 
FP 



i 



COMPARE 
FP IMAGES 



1 



CONTINUE 
START-UP 



I 



DEACTIVATE 
FP READING 



SI 




S2 




S3 




S4 



S5 




S6 



SELECT PHONE 
NUMBER ■ 




ACTIVATE FP 
READING 



VERIFY 
FP IMAGE 



STORE FP 
INTO MEMORY 



DEACTIVATE 
FP READING 



11 



12 




T5 



T6 



FIG. 4 



FIG. 5 



9 



EP 0 969 644 A1 




European Patent 
Office 



EUROPEAN SEARCH REPORT 



AppllesUon Ntimbar 

EP 99 30 5034 



DOCUMENTS CONSIDERED TO BE RELEVAhTT 



Categoiy 



Cttation of document wHh Indicalton. where approprtale, 
ot retevarrt psssaoBs 



Relevant 
to claiin 



CLASSIFICATION OF7ME 
APPLICATION (lnr.a.7) 



8. 

B 



The present search reporl has been diawm up lor aJl daims 



-1-9,11 



GB 2 315 954 A {NIPPON ELECTRIC CO) il-U 
11 February 1998 (1998-02-11) 

* page 7, line 1614 - Itne 14 * 

* claims * 

PATENT ABSTRACTS OF JAPAN ll-ll 
vol. 017, no. 456 {€-1418), 
20 August 1993 (1993-08-20) 
& i3P 05 103058 A (FUJITSU GENERAL LTD), 
23 April 1993 (1993-04-E3) 

* abstract * 

LAP ERE M ET AL: "User authentication in 
mobile telecommunication environments 
using voice biometrics and smartcards" 
INTELLIGENCE IN SERVICES AND NETWORKS: l 
TECHNOLOGY FOR COOPERATIVE COMPETITION. ; 
FOURTH INTERNATIONAL CONFERENCE ON 
INTELLIGENCE IN SERVICES AND NETWORKS, : 
I5&N '97. PROCEEDINGS, INTELLIGENCE IN \ 
SERVICES AND NETWORKS: TECHNOLOGY FOR 
COOPERATIVE COMPETIT, pages 437-443, 
XP002106691 

1997, Berlin, Germany, Springer-Verlag, 
Germany ISBN: 3-540-63135-6 

* the whole document * 

WO 98 11750 A (SUBBIAH SUBRAMANIAN ;LI ll-ll 
YANG (US); RAO D RAMESK K (US)) 
19 March 1998 (1998-03-19) 

* page 8, line 22 - page 22, line 6 * 



H04M1/66 
H04M1/72 
H04Q7/38 



THE HAGUE 

CATEGORY OF CITH) DOCUMEMTB 

X : part'icuiarty reievant If taken ahm 

Y : perttculBrly relevant K combined with anottier 

document o1 the same calagoiy 
A : lechnologltaa! twdipmind 
O : non-writiftn cfiscjosure 
P : tniermodiatfi doojment 



Dal* el con^Mien ef ttw MMh 

15 October 1999 



TECHNICAL REL06 
SEARCHBD (imXXT) 



H04N 
H04Q 



Eumiaar 



Roberti, V 



T : theory or prirtdple ur^derlyino Ihe hwenBon 
E : BarTier patent documeni. but published ea t 

afterihe IBIng dale 
D : document dted fn the application 
L : document cJted for other — — 



; member of tna 
docun'ient 



me patent lamly, correspcncinB 



10 



I 



EP 0 969 644 A1 



m • 

2 J 



ANNEX TO THE EUROPEAN SEARCH REPORT 
ON EUROPEAN PATENT APPLICATION NO. 



EP 99 30 5034 



This annex lUts th« patent family n«mb«s relating » the patent documents cM In the abow-menttened European search report 

Th« members are as ooniafhed in the European Patent Office EDP We on . . ^ ^. " 

Th« European Patent OHica la In no way liable for these particulafs yMch are maroly glwon lor the purpose of Infomiallon. 

15-10-1999 




& For more details aboul ftls annex :soe CmicJal Journal ot the European Patent Office. No. ^2JBZ 



11 



This Page is Inserted by IFW Indexing and Scanning 
Operations and is not part of the Official Record. 



Defective images within this document are accurate representations of the original 
documents submitted by the applicant. 

Defects in the images include but are not limited to the items checked: 

□ BLACK BORDERS 

□ IMAGE CUT OFF AT TOP, BOTTOM OR SIDES 

□ FADED TEXT OR DRAWING 

□ BLURRED OR ILLEGIBLE TEXT OR DRAWING 

□ SKEWED/SLANTED IMAGES 



JUT LINES OR MARKS ON ORIGINAL DOCUMENT 

□ REFERENCE(S) OR EXHIBIT(S) SUBMITTED ARE POOR QUALITY 

□ OTHER: . 

IMAGES ARE BEST AVAILABLE COPY. 
As rescanning these documents will not correct the image 
problems checked, please do not report these problems to 
the IFW Image Problem Mailbox. 



BEST AVAILABLE IMAGES 




COLOR OR BLACK AND WfflTE PHOTOGRAPHS 




GRAY SCALE DOCUMENTS 



